**STEP 1: INSTALL THE HARDWARE**

- **Step 1**: Remove retainer screw from panel top
- **Step 2**: Pull back plate off gently
- **Step 3**: Mount back plate to wall
- **Step 4**: Hook panel stabilizer strap onto back plate
- **Step 5**: Connect battery DO NOT DISCONNECT AFTER INSTALLATION

**STEP 2: CONNECT WI-FI**

- **Step 6**: Connect wires. DCIN+ to Positive
- **Step 7**: Plug in power supply.
- **Step 8**: Tilt panel upward onto back plate until it snaps in place
- **Step 9**: Replace retainer screw and tighten
- **Step 10**: Wait up to 3 minutes for the DSC Touch to fully boot up

**STEP 3: RUN A CELL TEST**

- Settings
- System Tests
- Cellular Test

‘Requires Installer code, default is ‘5555’

**STEP 4: CHECK FOR SOFTWARE UPDATES**

- Settings
- Installation
- Upgrade Software

“NOTE: Download could take up to 3 minutes, depending on your connection speed. After the panel re-starts DO NOT TOUCH THE PANEL for 5 minutes to allow the software to fully install.”

**STEP 5: PAIR SECURITY & LIFE SAFETY SENSORS**

- Settings
- Installation
- Security Sensors
- AutoLearn Sensor

“Tamper” Sensor Typically done by opening case, see manual for specifics

**STEP 6: PAIR Z-WAVE DEVICES**

- Settings
- Installation
- Home Control Devices
- Add Device

**IMPORTANT**

For detailed instructions refer to the DSC Touch Installation Manual on www.dsc.com

*Requires Installer code, default is “5555”

Need help? Contact tech support at 1-800-387-3630 or tech@dsc.com
for connecting to Wi-Fi and performing a software update. After installation is complete follow the instructions inside. There may be new features available for this device. After installation is complete follow the instructions inside for connecting to Wi-Fi and performing a software update. There may be new features available for this device.